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Technical specifications
Range of wire-Ø........................ 0,7 – 1,2 mm
Max. output .............................. 1‘500 pieces/min.
Power req. ................................ approx. 1,5 kW
Compressed air ......................... 6 bar
Space requirement without pay off
    Length x Width x Height ......... 1,7 x 0,85 x 1,5 m
Weight ..................................... approx. 650 kgs
    - conformity

Rudolf Grauer AGRudolf Grauer AG
Mechanical engineering
CH - 9113 Degersheim, Switzerland
Phone +41 71 372 80 40
Fax +41 71 372 80 45
http://www.grauer.ch
e-mail: grauerag@smile.ch

Quality
Management

System
ISO 9001

su
bj

ec
t t

o 
ch

an
ge

   
   

25
00

.3
.0

4.
SC

H



Clip making machine
BK 1500

From the coil to the finished packed product,
the BK-1500 works fully automatic.
The clips making machine BK-1500 is designed for
the manufacture of all common clips and includes
automatic packaging. Zinc coated, painted or plastic
coated wire can be processed.

The entire production and packaging opera-
tion are fully automatic. The wire is drawn by
a pair of feeding rolls directly from the coil
through a roll straightener and pushed to the
rotating bending and cutting station.

After the bending and cutting operation the
finished clips are transferred by a guiding
plate to the box filling station. Knocked-down
box flats are assembled automatically to the
filling station. After reaching the present num-
ber of clips, the boxes are pushed forward,
getting closed and ejected onto a guide rail.

The production with up to 3 wires parallel
allows filling of three different colored clips
into the same box.

The optimized accessibility at opened safety
doors allows easy and quick changing as well
as adjusting of corresponding tools.

Start 1 4 6

54

3

2

1

6

7

8

9

9

180 190170
160

150

140

13
0

12
0

11
0

10
0

90
80

70

60

50

40

30

20
10 0 350

340

330

290
280

270
260

250

240

230

220

210

200

300
310

320


